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TERMINATIONS
CYLINDRICAL

General Specifications
Substrate: Alumina (3W), Beryllium Oxide (15W)
Resistive Material: Thin Film
Contact: Gold Plated Half Hard Beryllium Copper
Housing: Nickel Plated Copper

Part Number
Impedance

(Ohms)
Frequency

(GHz)
VSWR
(max)

Power 
(W)

RCL3-1

50
DC-4.0
4.0-8
8.0-18

1.10:1
1.20:1
1.35:1

3

3
RCL3-3

3
RCL3-4

15RCL-15-1

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

P/N Imped ance Frequency
Range

Max
VSWR

Power Rating

RCL3-1

50 Ohms
DC-4.0 GHz

4-8 GHz
8-18 GHz

1.10:1
1.20:1
1.35:1

3W

RCL3-3 3W

RCL3-4 3W

RCL-15-1 15W

0 25 50 75
0

25

50

75

100

100 125 150 175 200

BASE PLATE TEMPERATURE IN °C

DERATING CURVE

-55 -25

0.005 [0.13]

RCL3-1

0.250 [6.35]

0.188 [4.78]

0.100 [2.54]

0.036 [0.91]

RCL3-3

0.260 [6.60]

0.250 [6.35]

0.050 [1.27]

R0.010 [R0.25]
0.050 [1.27]

0.005 [0.13]

RCL-15-1

0.250 [6.35]

0.100 [2.54]

0.036 [0.91]

RCL3-4

SMA PIN

0.095 [2.41]

1/4-20
0.178 [4.52]

SMA PIN

0.187 [4.75]

0.188 [4.78]

0.050 [1.27]

R0.010 [R0.25] 0.050 [1.27]

0.015 [0.38]
X 0.015 [0.38]

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.0150.187 [4.75]

0.188
 [4.78]

0.050
 [1.27]

R0.010
 [R0.25]

0.050
 [1.27]

0.005
 [0.13]

0.250 [6.35]

0.188
 [4.78]

0.100
 [2.54]

0.036
 [0.91]

SMA PIN

0.260 [6.60]

0.250
 [6.35]

0.050
 [1.27]

R0.010
 [R0.25] 0.050

 [1.27]

0.005
 [0.13]

0.250 [6.35]
0.100
 [2.54]

0.036
 [0.91]

SMA PIN

0.095
 [2.41]

1/4-20
0.178 [4.52]

0.015
 [0.38]

X 0.015
 [0.38]

RCL3-1 RCL3-3

RCL15-1 RCL3-4

RCL 15 1

Ordering Information:

Series
Power 
Tab (pin), housing configuration
1: tab, standard housing
3: pin, standard housing
4: pin, threaded housing

Example:

http://www.resnetmicrowave.com



