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FEATURES:

• Characteristic “E”
• 2 ~ 60 kVDC Rated Models
• Up to 30 µf Capacitance
• 10% Tolerance (Standard)
•  -56 to 85°C at full rated voltage
• Insulation Resistane of 15 - 25k ΩF
• <0.6% Dissipation Factor @ 1,000Hz
• Tested 150~200% of Rated Voltage (1 min)
• 10k hours Reliability (85°C and 100% Rated Voltage)
• ISO 9001:2015 Qualified Processes
• Bushing Terminations (10-32)
• Tested to MIL-STD-202
• ROHS Compliance upon Request all parts tested per

MIL-STD-202ISO 9001:2015 CERTIFIEDUPON REQUEST
all parts tested per
MIL-STD-202ISO 9001:2015 CERTIFIEDUPON REQUEST all parts tested per
MIL-STD-202ISO 9001:2015 CERTIFIEDUPON REQUEST

all parts tested per
MIL-STD-202ISO 9001:2015 CERTIFIEDUPON REQUEST
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ALTITUDE: Type O F capacitors are designed for operation at barometric pressures  
                    greater than 20 inches of mercury. 

CHARACTERISTICS:

REV 190311A
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Volts Model µF LENGTH DIA

2
K
V

OF20-103 0.0100 1.188 0.594

OF20-203 0.0200 1.563 0.594

OF20-503 0.0500 1.750 0.750

OF20-104 0.1000 2.250 0.750

OF20-254 0.2500 2.750 0.906

OF20-504 0.5000 2.000 1.375

3
K
V

OF30-103 0.0100 1.563 0.594

OF30-203 0.0200 1.750 0.750

OF30-503 0.0500 2.250 0.750

OF30-104 0.1000 1.750 1.125

OF30-254 0.2500 2.000 1.375

OF30-504 0.5000 2.750 1.625

4
K
V

OF40-103 0.0100 1.188 0.750

OF40-203 0.0200 1.750 0.750

OF40-503 0.0500 2.000 0.813

OF40-104 0.1000 2.000 1.125

OF40-254 0.2500 2.250 1.625

OF40-504 0.5000 3.750 1.625

5
K
V

OF50-201 0.0002 1.188 0.594

OF50-501 0.0005 1.188 0.594

OF50-102 0.0010 1.188 0.594

OF50-202 0.0020 1.188 0.594

OF50-502 0.0050 1.625 0.594

OF50-103 0.0100 1.750 0.750

OF50-203 0.0200 2.250 0.750

OF50-503 0.0500 2.250 0.906

OF50-104 0.1000 2.250 1.375

OF50-254 0.2500 3.000 1.625

OF50-504 0.5000 6.000 1.625

6
K
V

OF60-502 0.0050 1.625 0.594

OF60-103 0.0100 1.750 0.750

OF60-203 0.0200 2.250 0.750

OF60-503 0.0500 3.250 0.906

OF60-254 0.2500 4.000 1.625

7
.5
K
V

OF80-501 0.0005 1.563 0.594

OF80-102 0.0010 1.563 0.594

OF80-202 0.0020 1.750 0.594

OF80-502 0.0050 1.750 0.750

OF80-103 0.0100 2.250 0.750

OF80-203 0.0200 2.750 0.906

OF80-503 0.0500 2.750 1.375

OF80-104 0.1000 3.625 1.625

OF80-204 0.2000 7.000 0.750

1
0
K
V

OF100-501 0.0005 1.625 0.594

OF100-102 0.0010 1.625 0.594

OF100-202 2.0000 1.625 0.750

OF100-502 0.0050 1.750 0.813

OF100-103 0.0100 2.250 0.906

OF100-203 0.0200 2.750 1.125

OF100-503 0.0500 2.750 1.625

OF100-603 0.0600 3.000 1.625

OF100-104 0.1000 5.000 1.625

Volts Model µF LENGTH DIA

1
5
K
V

OF150-101 0.0001 2.250 0.594

OF150-201 0.0002 2.250 0.594

OF150-501 0.0005 2.250 0.594

OF150-102 0.0010 2.250 0.750

OF150-202 0.0020 2.250 0.750

OF150-502 0.0050 2.750 1.125

OF150-103 0.0100 3.750 1.125

OF150-203 0.0200 4.250 1.375

OF150-503 0.0500 7.000 1.625

OF150-603 0.0600 8.000 1.625

2
0
K
V

OF200-102 0.0010 3.500 0.750

OF200-202 0.0020 3.500 0.813

OF200-502 0.0050 3.500 1.125

OF200-103 0.0100 4.500 1.125

OF200-203 0.0200 4.500 1.625

3
0
K
V

OF300-201 0.0002 4.563 0.594

OF300-501 0.0005 4.563 0.594

OF300-502 0.0050 5.000 1.375

OF300-103 0.0100 6.500 1.625

OF300-203 0.0200 9.000 1.625

4
0
K
V

OF400-101 0.0001 5.750 0.750

OF400-201 0.0002 5.750 0.750

OF400-501 0.0005 5.750 0.750

OF400-102 0.0010 6.500 0.813

OF400-202 0.0020 6.500 1.125

OF400-502 0.0050 6.500 1.625

OF400-602 0.0060 8.000 1.625

5
0
K
V

OF500-101 0.0001 8.250 0.750

OF500-201 0.0002 8.250 0.750

OF500-501 0.0005 8.250 0.750

OF500-102 0.0010 8.250 0.813

OF500-202 0.0020 8.250 1.125

OF500-502 0.0050 10.750 1.375

OF500-602 0.0060 10.750 1.375

6
0
K
V

OF600-101 0.0001 10.000 0.750

OF600-201 0.0002 10.000 0.750

OF600-501 0.0005 10.000 0.750

OF600-102 0.0010 10.000 0.906

OF600-202 0.0020 10.000 1.375

OF600-502 0.0050 11.500 1.625
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TYPE: OF
85°C GLASS CAP -

PLASTIC FILM DC FILTER

D ± 1/16 

L ± 1/16 3/8 

8-32

3/8 

CONTAINER is a hard glass pillar with silver fused to each 
end. A non-magnetic metal ferrule is soldered to each end 
assuring hermetic sealing. The brass stud is tin plated. 
THE AIR BUBBLE in each unit may or may not be visible           
between the label and the glass tube.

All glass containers with ‘D’ dimensions of 19/32 have 2-1 
/2 inch long 18 A.W.G. (.040”) tinned copper pigtail leads.

PART CAP VOLTS DIMENSIONS 
NUMBER MFD DC L D 
OF20-102  .001 2000 1 3/16 19/32

19/32
19/32
19/32
19/32
  3/4
  3/4
29/32
1 3/8 

OF20- 202 .002 2000 
OF20- 502 .005 2000 
OF20- 103 .01 2000 
OF20- 203 .02 2000 
OF20- 503 .05 2000 
OF20- 104   .1 2000 
OF20- 254   .25 2000 
OF20- 504   .5 2000 
OF30-102  .001 3000 
OF30-202  .002 3000 
OF30-502  .005 3000 
OF30-103  .01 3000 
OF30-203  .02 3000 
OF30-503  .005 3000 
OF30-104    .1 3000 
OF30-254   .25 3000 
OF30-504   .5 3000 
OF40-102 .001 4000 1 3/16

1 3/16
1 3/16
1 3/16
1 3/4
2
2
2 1/4
1 3/4 

OF40-202 .002 4000 
OF40-502  .005 4000 
OF40-103  .01 4000 
OF40-203 .02 4000 
OF40-503 .005 4000 
OF40-104   .1 4000 
OF40-254   .25 4000 
OF40-504   .5 4000 
OF50-201  .0002 5000 
OF50-501  .0005 5000 
OF50-102 .001 5000 
OF50-202  .002 5000 
OF50-502 .005 5000 
OF50-103

 

.01 5000 
OF50-203  .02 5000 
OF50-503 .05 5000 
OF50-104  .1  5000 
OF50-254  .26 5000 
OF50-504  .5  5000 
OF60-101  .0001 6000 1 9/16

1 9/16
1 9/16
1 9/16
1 9/16
1 5/8
1 3/4
2 1/4
3 1/4
3
4
6 3/4

OF60- 201 .0002 6000 
OF60- 501 .0005 6000 
OF60- 102 .001 6000 
OF60- 202 .002 6000 
OF60-502  .005 6000 
OF60- 103 .01 6000 
OF60- 203 .02 6000 
OF60- 503 .05 6000 
OF60- 104  .1 6000 
OF60- 254  .25 6000 
OF60- 504  .5  6000 

PART
NUMBER

OF80-101 
OF80-201 
OF80-501 
OF80-102 
OF80-202 
OF80-502 
OF80- 103 
OF80-203 
OF80-503 
OF80-104 
OF80-204 
OF100-101 
OF 100-201 
OF 100-501 
OF 100-102 
OF 100-202 
OF 100-502 
OF 100-103 
OF 100-203 
OF 100-503 
OF 100-603 
OF 100-104 
OF150-101 
OF150-201 
OF150-501 
OF150-102 
OF150-202 
OF150-502 
OF150-103 
OF150-203 
OF150-503 
OF150-603 
OF200-101 
OF200-201 
OF200-501 
OF200-102 
OF200-202 
OF200-502 
OF200-103 
OF200-203 
OF200-403 
OF300-101 
OF300-201 
OF300-501 
OF300-102 
OF300-202 
OF300-502 
OF300-103 
OF300-203 
OF400-101 
OF400-201 
OF400-501 
OF400-102 
OF400-202 
OF400-502 
OF400-602 
OF500-101 
OF500-201 
OF500-501 
OF500-102 
OF500-202 
OF500-502 
OF500-602 
OF600-101 
OF600-201 
OF600-501 
OF600-102 
OF600-202 
OF600-502 

CAP
MFD
.0001 
.0002 
.0005 
.001 
.002 
.005 
.01 
.02 
.05 

 .1 
 .2 
.0001 
.0002 
.0005 
.001 
.002 
.005 
.01 
.02 
.05 
.06 

  .1 
.0001 
.0002 
.0005 
.001 
.002 
.005 
.01 
.02 
.05 
.06 
.0001 
.0002 
.0005 
.001 
.002 
.005 
.01 
.02 
.04 
.0001 
.0002 
.0005 
.001 
.002 
.005 
.01 
.02 
.0001 
.0002 
.0005 
.001 
.002 
.005 
.006 
.0001 
.0002 
.0005 
.001 
.002 
.005 
.006 
.0001 
.0002 
.0005 
.001 
.002 
.005 

8000 
8000 
8000 
8000 
8000 
8000 
8000 
8000 
8000 
8000 
8000 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
10 K V 
15 K V 
15 K V 
15 K V 
15 K V 
15 K V 
15 K V 
15 K V 
15 K V 
15 K V 
15 K V 
20 K V 
2 0 K V 
2 0 K V 
2 0 K V 
2 0 K V 
2 0 K V 
2 0 K V 
2 0 K V 
2 0 K V 
3 0 K V 
30 K V 
3 0 K V 
30 K V 
3 0 K V 
3 0 K V 
30 K V 
3 0 K V 
4 0 K V 
4 0 K V 
4 0 K V 
4 0 K V 
4 0 K V 
4 0 K V 
4 0 K V 
50 K V 
50 K V 
50 K V 
50 K V 
5 0 K V 
50 K V 
5 0 K V 
6 0 K V 
6 0 K V 
6 0 K V 
6 0 K V 
6 0 K V 
6 0 K V 

1 9/16
1 9/16
1 9/16
1 9/16
1 3/4
1 3/4
2 1/4
2 3/4
2 3/4
3 5/8
7

19/32
19/32
19/32
19/32
19/32
  3/4
  3/4
29/32
1 3/8
1 5/8
1 5/8

VOLTS
DC

1 3/16 
1 3/16 
1 3/16 
1 9/16 

2 1/4 
2 3/4 
2 1/4 
1 3/16
1 3/16
1 3/16
1 9/16
1 3/4
2 1/4
1 3/4
2
2 3/4

1 3/16 
1 3/16
1 3/16 
1 3/16 
1 5/8
1 3/4
2 1/4
2 1/4
1 3/16 
3
6     

1 3/4 

19/32
19/32
19/32
19/32
 3/4
 3/4

1 1/8
1 3/8 
1 5/8 
19/32
19/32
19/32
 3/4
 3/4

13/16
1 1/8 
1 5/8 
1 5/8 
19/32
19/32
19/32
19/32
19/32
 3/4
 3/4

29/32
1 3/8 
1 5/8 
1 5/8 
19/32
19/32
19/32
19/32
19/32
19/32
 3/4
 3/4

29/32
1 3/8 
1 5/8 
1 5/8 

1 5/8
1 5/8
1 5/8
1 5/8
1 5/8
1 3/4
2 1/4
2 3/4
2 3/4
3
5
2 1/4
2 1/4
2 1/4
2 1/4
2 1/4
2 3/4
3 3/4
4 1/4
7
8
3 1/4
2 1/4
2 1/4
2 1/4
2 1/4
2 3/4
3 3/4
4 1/4
7 1/4
4 9/16
4 9/16
4 9/16
5
5
5
6 1/2
9
5 3/4
5 3/4
5 3/4
6 1/2
6 1/2
6 1/2
8
8 1/4
8 1/4
8 1/4
8 1/4
8 1/4
10 3/4
10 3/4
10
10
10
10
10
11 1/2

19/32
19/32
19/32
19/32
  3/4
13/16
29/32
1 1/8
1 5/8
1 5/8
1 5/8
19/32
19/32
19/32
 3/4

  3/4
1 1/8
1 1/8
1 3/8
1 5/8
1 5/8
19/32
19/32
19/32
 3/4

13/16
1 1/8
1 1/8
1 5/8
1 5/8
19/32
19/32
19/32
 3/4

29/32
1 3/8
1 5/8
1 5/8
  3/4
  3/4
  3/4
13/16
1 1/8
1 5/8
1 5/8
 3/4
 3/4
 3/4

13/16
1 1/8
1 3/8
1 3/8
 3/4
 3/4
 3/4

29/32
1 3/8
1 5/8

DIMENSIONS
L             D

OUTLINE DRAWING:


