
RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.

PO Box 18802 
Clearwater, FL 33762 
www.resnetmicrowave.com

Toll Free: 800.526.0704
Phone:    727.530.9555

20

COAXIAL ATTENUATORS
RA2 & RA5 CONDUCTION COOLED 

SMA TYPE CONNECTORS

General Specifications
Impedance: 50 Ohms
Mechanical Tolerance: 0.010 inch unless 
  otherwise specified
Temperature Coefficient: 100 PPM/°C 
  maximum from -55°C to +100°C
Temperature Range: -55°C to +150°C
Connectors: Passivated Stainless Steel

Part 
Number

Frequency
(GHz)

VSWR
(max)

Power 
(W)

RA2-2 DC-2.0 1.10:1 2

RA2-4 DC-4.0 1.15:1 2

RA2-8 DC-8.0 1.20:1 2

RA2-12 DC-12.0 1.25:1 2

RA2-18 DC-18.0 1.35:1 2

RA5-2 DC-2.0 1.10:1 5

RA5-4 DC-4.0 1.15:1 5

RA5-8 DC-8.0 1.20:1 5

RA5-12 DC-12.0 1.25:1 5

RA5-18 DC-18.0 1.35:1 5

Ordering Information:

RA 2 -18Example: FM

Series
Power (W)
MAX Frequency (GHz)
Connector Type
S: SMA
K: 2.92mm
N: N-Type
Connector Female-Male
Attenuation
(See Tables For Available Values)

S dB

 Attenuation Accuracy: 1-6dB (± 0.30); 7-20 (± 0.50); 
             21-30 (± 0.75)
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Dimensions are in inches [mm],  
Tolerance: .XXX = ±0.010,   .XX = ±0.015

SMA PLUG
SMA JACK

0.360±0.030
 [9.14±0.76]

1-12 dB 0.86±0.02 [21.84±0.51]
13-30 dB 1.020±0.020 [25.91±0.51]

SMA PLUG

SMA JACK

0.360±0.030
 [9.14±0.76]

1-12 dB 0.86±0.02 [21.84±0.51]
13-30 dB 1.020±0.020 [25.91±0.51

Ø0.750
Ø [19.05]

]
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