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General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, other 
  connectors available upon 
  request
Connector Interface: Conforms to 
MIL-C-39012

Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms
Frequency: DC - 3 GHz

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

Part Number Power
(W)

Attenuation 
(dB)

Attenuation
Accuracy 

(dB)

Frequency
(GHz)

VSWR
(max) Mechanical Outline

RFA30NFFdB 30 1 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.15:1
1.35:1

RFA60NFFdB 60 1 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.15:1
1.35:1

RFA100NFFdB 100 1 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.15:1
1.35:1

RFA150NFFdB 250 1 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.15:1
1.35:1

RFA250NFFdB 250 1 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.25:1
1.35:1

RFA500NFFdB 500 1 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.25:1
1.35:1

3.00
[76.20]

2.25 [57.15]

0.46 [11.62]

2.80 [71.12]

4.28 [108.71]
RFA30NFF & RFA60NFF

4.00
[101.55]

4.00 [101.60]
7.48 [189.99]
6.00 [152.40]

2.00 [50.73]

RFA100NFF & RFA150NFF 

4.00
[101.55]

 
4.00 [101.60]

10.48 [266.19]
9.00 [228.60]

2.00 [50.73]

RFA250NFF

16.93 [429.90]
15.00 [381.00]

RFA500NFF
6.75 [171.44]

TYP

5.30
[134.62]

TYP

6.25 [158.75]
TYP

MOUNTING
TRACK DETAIL2.80

[71.12]
 

1.06
[26.92] 

1.70
[43.18]

 
2.16 [54.86]

0.94 [23.88]

MOUNTING TRACK DETAIL 4 PLACES
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Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, other 
  connectors available upon 
  request
Connector Interface: Conforms to 
MIL-C-39012

Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms
Frequency: DC - 3 GHz

Part Number Power
(W)

Attenuation 
(dB)

Attenuation
Accuracy 

(dB)

Frequency
(GHz)

VSWR
(max) Mechanical Outline

RFA1000NFFdB 1000 3 - 20
30

±0.5
±1.0

DC-1.0
1.0 – 3.0

1.25:1
1.35:1

RFA1500NFFdB DC-0.51500 3 - 30 ±0.3 1.25:1

RFA2000NFFdB 2000 3 – 30 ±0.3 DC – 0.5 1.25:1

6.30 [160.02]

6.12
[155.54]

 

2.91
[73.80]

14.76 [374.83]
12.00 [304.80] 2.02

[51.23]

CONNECTOR TOWARD THE BACK NEAR FAN

RFA1000NFF

6.50 
[165.10]

6.50
[165.10] 3.14

[79.75] 

22.74 [577.60]
20.00 [508.00] 2.00

[50.80]

RFA2000NFF

22.25 [565.15] MAX 2.00
[50.80]

13.00 [330.19] MAX

6.50
[165.10]

MAX

OUTPUT

1.07 [27.21]

1.00
[25.40]

0.50 [12.70]

4.50
[114.30]

 

4.50
[114.30]

1.00
[25.40]

0.74 [18.80]

INPUT

RIGHT VIEW

RFA1500NFF

Ordering Information:
RFA 2000 dBExample: XMF

Series
Power (W)
Connector (N-Type)
Gender:
M: Male
F: Female
(See Tables For Available dB Values)
Optional: H: Handle  Z: 230V Fan

N

-55° -25° 0° 25° 50° 75° 100° 125°
0

25

50

75

100

AMBIENT TEMPERATURE (°C)
150°

DERATING CURVE
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E

 (%
)
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Part Number Power
(W)

Attenuation 
(dB)

Attenuation
Accuracy 

(dB)

Frequency
(GHz)

VSWR
(max) Mechanical Outline

RFA60NXY-dB-6 30

3
6
10
20
30
40

±0.5
±0.5
±1.0
±1.0
±1.0
±1.0

DC-3.0
3.0 – 6.0

1.20:1
1.30:1

RFA100NXY-dB-6 100

3
6
10
20
30
40

±0.5
±0.5
±1.0
±1.0
±1.0
±1.5

DC-3.0
3.0 – 6.0

1.20:1
1.30:1

RFA250NXY-dB-6 250

3
6
10
20
30
40
50

±0.75
±0.75
±1.0
±1.0
±1.0
±1.0
±1.5

DC-3.0
3.0 – 6.0

1.20:1
1.30:1

4.72
[119.98] 

0.83
[21.00]

1.54
[39.00]

3.94 [100.00]

5.51 [140.00]
RFA60NXY-6

4.72
[119.98] 

1.90
[48]

3.00 [76.20]
3.94 [100.00]

5.51 [140.00]
RFA100NXY-6

5.28
[134.00]

3.35
[85.09]

5.32
[135.00]

3.74 [95.03]7.68 [195.07]

RFA250NFF-6

COAXIAL 
ATTENUATORS
CONVECTION COOLED

Dimensions are in inches [mm] 
Tolerance: .XXX = ±0.010

.XX = ±0.015

General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, other 
  connectors available upon 
  request
Connector Interface: Conforms to 
MIL-C-39012

Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms
Frequency: DC - 6 GHz

RFA 250

Ordering Information:
MFN dB 6Example:

Series
Power (W)
Connector (N-Type)
Gender:
M: Male
F: Female
(See Tables For Available dB Values)
Frequency (GHz)
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