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General Specifications

Substrate: Beryllium Oxide
Resistive Film: Thick Film

Tabs: Silver Plated Beryllium Copper

Flange: Nickel plated Copper

Cover: Alumina

Impedance: 50 Ohms

Tolerance: £1%, 2%, £5%

Operating Temperature:
-55°C to +150°C
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Part Number Power Frequency VSWR Figure
W) (GHz) (max) FIGURE 1
0.150
RPT30X-20-50-5 DC-8.0GHz  1.30:1 /— RPT300 ’ ' [&2)1(]
0.300 [7.62]
RPS100T-50-5 100 DC-20GHz  1.25:1 2 / 0.062
|~— 0.100 [2.54] T [1.57]
RPT51X-20-50-5 20 e 3 * H '
1.0-8.0GHz  1.25:1 0.116 [@2.95]
0.200
DC-40GHz  1.201 2 {;—fr
RPT51X-30-50-5 30 aianes | dam 3 [5.08]
i
RPT51X-100-50-5 100 DC-8.0GHz  1.25:1 3 * [ 0.125[3.18] MIN
. : 0.040 * 0.105
RPT800-40-50-5 4  DCAOGHz 1251 4 1021~ Jl:-—¥ RPT301 — - [2.67]
4.06.0 GHz 1.30:1 [ . ] 0.200 [508]
RPT800-100-50-5 100 DC-6.0 GHz  1.30:1 4 0030 __ |
[0.76]
FIGURE 2 FIGURE 3
0.250 [6.35] 0.250 [6.35] MIN —=| |=—0.095[2.41] 0.105
ro-oggé;-?ﬂ " 0.060 [1.52] —f=]{ |~— RPT515 — ™ e
R5-0N N 0.250 / @0.116 [22.95]
4 [6.35] /(;10410.001 [0.10£0.03]
0.250 [6.35] ' 0.065 [1.65] MIN MIN
0.00420.001 —— zo ’é’ ] [I
o10x003 || I ©3
#_ —_ o 0.125 [3.17]
RPT517 H !
6-32 f \ i 0.250 [6.35] —
NC-2A THD 1375 [9.53] NG |~ 0.125[3.18]
0.250 [6.35] i 0.062
0.150 [3.81] | 157
0.032 W X 0.035 D SLOT —=| 0515[13.08] |=— MAX
FIGURE 4 FIGURE 5
|~ 0.800 [20.32] —=] 0.150 ——0.820 [20.83] ——— 0.235[5.97]
l~— [3.81] |~ 0.600 [15.24] MAX | 0062
0.560 [14.22] 0.062 e 010 279] —=| | ~— —" [1.57]
; 0120305 ——| |=— | [1.57] -— * - | ; ‘
0.230 RESNET d_) 0.115 [2.92] |:I 0380 | /T i @ 0.125[3.18] o
[5.84] 50 T 71 [9.65] N f' [6.35]
} 0.200 [5.08 t ® J f
@0.130 H ' Mﬁ\l' ] 20.156 0.125 [3.18] MIN
[g3'_30] [@3.96]
0.040 [1.02] —=| [=— 0.0040.001 [0.10+0.03] 0.250 (6.35] 0.004:0.001 [0.10£0.03] ——f—=—
0.105 [2.67] —=] |=— 0.197 [4.99]

Ordering Information:

RPT 800 N 100 50 5§

Example: }
Series
Length Size

Substrate:
N: ALN

No Designation for Beryllium Oxide

Power Rating

Impedance

Tolerance (+%):
1:1%, 2:2%, 5:5%

PO Box 18802
Clearwater, FL 33762

www.resnetmicrowave.com

Dimensions are in inches [mm]
Tolerance: . XXX = +0.010
XX =10.015

Toll Free: 800.526.0704
Phone: 727.530.9555
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General Specifications

Substrate: Beryllium Oxide
Aluminum Nitride
Resistive Film: Thick Film

or

Tabs: Silver Plated Beryllium Copper
Flange: Nickel Plated Copper

FLANGE

TERMINATIONS

Cover: Alumina

Impedance: 50 Ohms
Tolerance: 1%, +2%, 5%
Operating Temperature: -55°C to +150°C

= __.":

Part Number Power Frequency VSWR FlGURE 6
(w) (GHz) (max) 0.975 [24.77] ———=]
0.725 [18.42] —=| 0.210
RPT975-250-50-5 DC-3.0 1.25:1 0,575 (0.53] [5.33]
— 0.187 [4.75] MAX
RPT1100-400-50-5 400 pe9e 1 7 ]
U o 0.375 RES-NET O
RPT1100-500-50-5 500 DC-1.0 110 8 el %0
1.0-2.0 1.20:1 ‘
1o 101 20.125 _[ 0.125 [3.18] MIN
DC-1. 10: [@3.18]
B I 1020 1.20:1 9 0.060 [1.62) —=] |=—
0.0040.001 [0.10+0.03] —=—f=—
RPT1900-800-50-5 800 DC-1.0 1.20:1 10 0.168 [4.27] ——| .
FIGURE 7 FIGURE 8
[=———1.100[27.94] 250 l—1.100 [27.94] — | L [g'gg? o
|~ 0.800 [20.32]— ——[&2‘)5(] — 0.800 [20.32] MAX | 0125
——]0.500 [12.70] |-— 0.125 —0-500[12.70] |=— ] )
[ ] | — 335 | = [3.18]
0.500) RES-NET 0.500 RES-NET
[12.70] 50 @ [12.70] 50
@0.170/ 0.125 [3.18] MIN 20.170_/ 0.125[3.18] MIN
[@4.32] I [94.32]
—| |~—0.120[3.05) —| |=—0.060[1.52] f
0.004+0.001 [0.100.03] ——|=— 0.004+0.001 [0.100.03] ——|=—
.| 0171 0.171
[4.34] [4.34]
FIGURE 9 FIGURE 10 0
[g%;’? 1.900 [48.26] — | 5.84]
1250 (31.75] [ vAX 100 psaol — | MAX 0125
——10.500 [12.70] |=— | |—0125 | [3.18]
| [3.18]
T N
0.500 T RES-NET @ Q C/ '
[12.70] 7 50 1.000 RES-NET 0.500
‘0.250 [6.35] ‘ [25.40] 50 [12.70]
i 1 |
20.160 0.125 [3.18] MIN 0250 @—
[@4.06] 1 [6.35]
0.060 [1.52] — 0.00440.001 f 0.125 [3.18] MIN
__ | [0.10£0.03] — 0.250 [6.35]
0.875[22.23] 0.168 [4.27] —]| |— 20.170 0.0040.001 [0.10+0.03] ——|—
[@4.32] 0.188 [4.78] 1

Ordering Information:

Dimensions are in inches [mm)]
Tolerance: XXX = +0.010

Example: RPT 1900 N 800 §Q _5_

Series Model J

Flange Size
1900: 1.0X1.04”
Ceramic
Standard BeO (No Designation)
N: Aluminum Nitride
Power Rating (Watts)

Impedance (Ohms)
Tolerance (+%):

55 1:1%, 2:2%, 5:5%

DERATING CURVE

20W - 800W
XX=20.015 400 ( )
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Toll Free: 800.526.0704 PO Box 18802
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727.530.9555 Clearwater, FL 33762

www.resnetmicrowave.com
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FLANGE
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General Specifications

Substrate: Beryllium Oxide or
Aluminum Nitride

\

rES-MNET

A
MICROWAVE

@

-l

Cover: Alumina
Impedance: 50 Ohms +5%

Resistive Film: Thick Film Tolerance: +5% " -,
Tabs: Silver Plated Beryllium Copper  Temperature Range: -55°C to +200°C “"Il.q‘ s
Flange: Nickel Plated Copper H‘N"-.. :
_ DERATING CURVE
Part Number Power Frequency VSWR E 100
(w) (GHz) (max) g s
P4
RPT1900-1000-50-5 1000 DC-1.0 1.25:1 g ) ‘\ NON-RECOMMENDED
OPERATING ZONE
RPT1900N1000-50-5 1000 DC-1.0 1.25:1 1 g \
=
RPT1900-1200-50-5 1200 DC-1.0 1.25:1 12 Q s 25 0 25 50 75 100 125 150 200 220
CASE TEMPERATURE (°C)
FIGURE 11
|~ 1.900 [48.26] (z-g‘i%
0270 | |~——1.550(39.37]—~] AR
[6.86] 4—‘ 1.000 [25.40] ’.; o 0.236
T = [5.99]
1,040 0.500 e o0 000 505
[26.42] [12.70] ® 1000W-50
0.275 [6.99]* 20.166
[04.22]
Optlon f 0.250 THRU 4PL
[10] 16:35] 0.004 _|_
for [0.10] 0.354
RPT1900-1000-50-5L [8.99]
FIGURE 12
|~——1.900 [48.26] 0.400
0270 |=——1.550[39.37] —] [1%?]
r[6.86] ——| 1.000 [25.40] |~_ 1 0.236
‘ = [5.99]
1.040 ~0.500 RPEEO%-E(EEO 5
[26.42] [12.70] 100050
_@ 1200W-50 Dimensions are in inches [mm,
f ‘ Tolerance: XXX = 0.010, .
XX = £0.015
0.275 [6.99] \_ @0.166 [@4.22]
THRU 4PL
f 0.250
[6.39] 0004 |
[0.10] 0.354
[8.99]

Ordering Information on Page 57

PO Box 18802
Clearwater, FL 33762
www.resnetmicrowave.com
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General Specifications
Substrate: Beryllium Oxide

Resistive Film: Thick Film

Tabs: Silver Plated Beryllium Copper
Flange: Nickel Plated Copper

FLANGE

TERMINATIONS

Cover: Alumina
Impedance: 50 Ohms
Tolerance: 5%

Operating Temperature: -55°C to +150°C

Part Number Power Frequency VSWR
(W) (GHz) (max)

RPT1900-1500-50-5

— ]

0.255

r[6.48]

1500

<~ 1.900 [48.26] —
|~ 1.550 [39.37] —=]
1.000 [25.40]

e

| e
1.260 ' 0.750
[32.00] [19.05]

RES-NET

50

@

e

0280 ]
[7.11]

Dimensions are in inches [mm],

Ordering Information:

<— 0.250 [6.35]

0.398 [10.11]
MAX

20.166
[@4.22]
THRU 4 PL

0.004

[0.10] |

Tolerance: . XXX =+0.010, . XX =+0.015

Example:
RPT 1900 1500 50 5 £ 100
Q
Series g
Length Size ———— E s
Power Rating % i
Impedance B
Tolerance (£5%)
57
Toll Free

l“ MICrROWUAVE

DERATING CURVE

1.15:1

N

N

Phone:

25 50 75

: 800.526.0704
727.530.9555

100 125 150
CASE TEMPERATURE (°C)

200 220

0.236
[5.99]

|———

0.354
[8.99]

NON-RECOMMENDED
OPERATING ZONE

PO Box 18802

Clearwater, FL 33762
www.resnetmicrowave.com
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