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General Specifications

Impedance: 50 Ohms

Temperature Coefficient: £100 PPM/°C
from -55°C to +100°C.

Temperature Range: -55°C to +150°C

Housing: Nickel Plated Copper

Connector Body: Conforms to MIL-C-39012
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Part Number Connector Type Frequency VSWR Power Mechanical Outline
(GHz) (max) (W)

—|  |=—0480[12.19]
DC-4.0 1.15:1 b1 0240 o Lt T
RCX-SX15A SMA 4.0-8.0 1.25:1 [6.10] [12.88]
8.0-12.0 1.30:1 ' 0.500
4 = [12.70]
15 1.000 ® :@]' @
DC-4.0 1.25:1 (25401 §|
RCX-SX15B SMA 8460-182.00 1321 To19s T Fopa
e e [4.90] [15.60]
30.214 [@5.44]
Female 0.040 |~ 0.480 [12.19]
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RCX-SX15C SMA on|5 [9.53] 4 500
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DC-8.0 1.25:1 15 1.000 ® =
[25.40]
RCX-SX15D SMA Fo19s §
[490]  [o0.614
20.214 [25.44] —/ [15.60]
0.480 . [
Male [12.19]
0.239
16.071 | = 8125%78]
’ 0.500
RCX-SX20A SMA ?%';8 1';5;1 i 1 —| A= [12.70]
0-3. 251 1.000 SOk =
[25.40] .E.]:@] |
0.500
! ?41§§]J o6t | [12.70]
20 20214 [@5.44) 11°0%
Female 0480
(12197 _| 0.375
e ]‘ 7 o
DC-3.0 1.25:1 S [12.70]
RCX-SX20B SMA 3050 1o 1.000 Do
0o 90 [25.40] :ZE-]:- |
Fo.192
[4.88] 0.616 |
[15.65]

@0.214 [@5.44]

Ordering Information on page 68
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General Specifications

Impedance: 50 Ohms

Temperature Coefficient: £100 PPM/°C maximum from
-55°C to +100°C.

Temperature Range: -55°C to +150°C

Housing: Nickel Plated Copper

Connector Body: Conforms to MIL-C-39012
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Part Number Connector Type Frequency VSWR Power Mechanical Outline
(GHz) (max) (W)

Male

0.600 0.507

DC-4.0 1.20:1 0.500
15.24 12.88
RCX-SX30A SMA 4.0-80 1254 [15.24) [12.88] [12.701
8.0-12.0 1.30:1 0 125
| [3.18]
f t@ ®
1.500 1.200 ]:@]
DC-8.0 1.25:1 [38.10] [30.48] @0.166
RCX-SX30B SMA 8.0-12.0 1.30:1 o of [9422]
12.0-18.0 1.35:1 0150 § - 020
30 : |- 0.300 [7.62] [6.39]
[3.81] : s 0.500
Female 0.600 0.375 [12.70]
[15.24] [9.53] 0.125
RCX-SX30C SMA DC-8.0 1.30:1 | [3.18]
® 0
1.500 1.200 ]:n 60
[38.10][30.48] @0.166 0
RCX-SX30D SMA DC-4.0 1.20:1 oo 422 1 0.250
) - e 0.300 [7.62 .
0150 381 | *| ~ [762] = = (g 35]
20.120
Male [03 05]
DC-2.0 1.15:1 %[120078] l_ O 0 (6.35]
-2. 198 5.5i
RO S 2.0-4.0 1.25:1 0.325 o
[8.26] } f
0.387 —H 0520 [13.21]
[9.83] 0.750 [19.05]
50 Femal 0.387 20.120
GEID “ " [9.83] [23.05]
0.250 [6.35]
0.875 I_ ‘
RCX-SX52B SMA DC-2.0 1.15:1 0525 (22230 < ; |
f 0.500
e 26]_-| k- [12.70]
— He— 0.520 [13.21]
0.750 [19.05]
Dimensions are in inches [mm]
DERATING CURVE Tolerance: . XXX = £0.010
3 100 XX =+0.015
w
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Ordering Information 0°  25° 50° 75° 100° 125° 150° 175°
on Page 68 CASE TEMPERATURE (°C)
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General Specifications

Impedance: 50 Ohms

Mechanical Tolerance: £0.010 inch unless otherwise specified
Temperature Coefficient: £100 PPM/°C maximum from -55°C to +100°C.
Temperature Range: -55°C to +150°C

Housing: Nickel Plated Copper

Resistive Element: Proprietary film

Connector Body: Conforms to MIL-C-39012

Part Connector Frequency VSWR Power Mechanical Outline
Number Type (GHz) (max) (W)
Male

0.960 [24.38] Dise2
o [14.27]
[3.18] " 0.090
 — [2.29]
RCX50SX SMA 50 } R
1.375 1.125 ]:@] S
[34.93] [28.58] 0.125 |I§ &
23 2 i
+ T ®
T
DC-3.0 1.15:1 0.625[15.88]
il 22 Female 0.960 [24.38]
0.125 __|
[3.18], "‘
’ JEL 7 )
RCX100SX SMA 100 1375 1125 |
[34.93][28.58]
“ 2
T ® R
0.625 [15.88]
[@3.05]
Dimensions are in inches [mm], Tolerance: XXX = +0.010, .XX =0.015
Ordering Information: DERATING CURVE
< 100
Example: RCX 100 S X i
Q
I 75
Series —P T = N
Power (W) | EQJ 50 \
Connector Type I i \
S: SMA T 25 N
T: TNC =
N: N-Type e o
Gender 0° 25° 50° 75° 100° 125° 150° 175°
M: Male CASE TEMPERATURE (°C)
F: Female
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General Specifications

Impedance: 50 Ohms

Mechanical Tolerance: £0.010 inch unless otherwise specified
Temperature Coefficient: £100 PPM/°C maximum from -55°C to +100°C.
Temperature Range: -55°C to +150°C

Housing: Nickel Plated Copper

Resistive Element: Proprietary film

Connector Body: Conforms to MIL-C-39012

Part Connector Frequency VSWR Power Mechanical Outline
Number Type (GHz) (max) (W)

MEID 1.062 [26.97]
—={1.625 [41.28] = 0 515
: 0.180
0.375[9.53] = |=— 2546 [4.57]
Lo & []
RCX150SX SMA 150 W f 2 Z —
2,000 1624
[50.80] [41.25]

it . o Ve
—© ®__L 0.320 |—
DC-3.0  1.20:1 0.875 [22.23] +—=| T 8431

3.0-6.0 1.30:1 0.188 [4.78]

1.062 [26.97]
Female | 1 625 [41.28] ~— g0.215
=11 28] == 20. 0.180
0.375[9.53] — |~ o546 [4.57]
—1——@ & ]
° ° NS
RCX-250SX SMA 250w 2000 1.624
[50.80] [41.25] 2
o S
° 2 —
J__@ @__L |_

0.875 [22.23] |~—] I 01900
0.188 [4.78] - [22.86]

Dimensions are in inches [mm], Tolerance: .XXX = £0.010, .XX = %0.015
Ordering Information:

DERATING CURVE
Example: RCX 250 S X

Series J

Power (W)

Connector Type

S: SMA

T: TNC

N: N-Type

Gender

M: Male
69 F: Female

100

a
/

\
\

&
y

POWER PERCENTAGE (%)
3]
S

o

0° 25° 50° 75° 100° 125° 150° 175°
CASE TEMPERATURE (°C)
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TERMINATIONS
CONDUCTION COOLED
TNC, & N-TYPE CONNECTORS

General Specifications
Impedance: 50 Ohms

Mechanical Tolerance: £0.010 inch unless otherwise specified
Temperature Coefficient: £100 PPM/°C maximum from -55°C to +100°C.

Temperature Range: -55°C to +150°C

Housing: Nickel Plated Copper
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Part Connector Frequency VSWR Power Mechanical Outline
Number Type (GHz) (max) (W)

RCX100TX TNC DC-3.0 1.25:1
RCX150TX TNC
DC-1.0 1.10:1
1.0-2.0 1.15:1
2.0-3.0 1.30:1
RCX250TX TNC
RCX250NX  N-TYPE DC-5.0 1.25:1
Ordering Information:
Example: RCX 100 T X

Series

T——
Power (W)

Connector Type
B: TNC
N: N-Type

Gender

M: Male
F: Female

100

150

250

250

Female Male 0.840 [23.88]
0.940 [23.88] 0.960 [24.38]
©0.120 [93.05] 0-960[24.381 | 0.180 0.125 0.180
5 X . 20.120 [23.05] 0 .
I\ -| 0.125[3.18] | [4 57]"' [ 1 __| (318] A 57]--|
Fo [ ) )
° ° ° °
1,375 1.125 1,375 1.125
[34.93](28.57) [34.93](28.58]
° 2 ° °
_l__e 9._L Y @._L
__| 0625 |__ __| 0.625 |__ 0375
[15.88] (0,125 115.88] ™ 0.125 [9.53]
[3.18] [3.18]
Female —=] 1.062[26.97] }=— Male o025 106212671 |-
le—1.625[41.28] —  @0.215 0.180 l—— 1.625 [41.28] —=] 0.180
0.375(9.53] = [25.46] [4_57]—| T 037509.53 —f L~ 1@95.46] [4_57]—| I~
& & [ o & [
° D) ° ° —
® ) ® )
2.000 1.624 2.000 1.624
[50.80][41.25] [50.80] [41.25]
| SR Sl
2 4 4 4
@ . i L @ . i L
0.500 0.500
|-——|-oe75 [2f.8283]_| B 0.875 [22.23]-'-——] o 1an B
%] [4.78)
Female Male
le— 1.625 [41.28] —=] =5 | LB | == la— 1.625 [41.28] —=] —] 1.062[26.97] f=—
0.875 [22.23] omio 224 0.160 oers | 0.800 0.180
7‘ [18.80] [4.57) _'l I~ (P25 1 032 [4.57] _-l I
° ° ° °
() o [} o
2000 1.624 5 2000 1624
[50.80] [41.25] [50.80] [41.25]
o & _L S S) o o _L S S
0.375[9.53] --—-I 0.18604.78)1 05001270 4=—= (375953 ____I 0.185 (4781 0.500 [12.70] ~=—=f

Dimensions are in inches [mm],

POWER PERCENTAGE (%)
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Tolerance: XXX = +£0.010, XX =%0.015

DERATING CURVE
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CASE TEMPERATURE (°C)

\

70

2

@' MCROWAVE

L%


http://www.resnetmicrowave.com



