
RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.
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General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, “TNC”, “SMA”, and “BNC”
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

RFT 25 S X

Ordering Information:

Series
Power (W)
Connector Type
B: BNC
N: N-Type
T: TNC
S: SMA
Gender
M: Male
F: Female
Frequency Range Indicator

AExample:

0° 25° 50° 75° 100° 125°
0

25

50

75

100

AMBIENT TEMPERATURE (°C)

 P
O

W
E

R
 P

E
R

C
E

N
TA

G
E

 (%
)

DERATING CURVE

150°-25°-55° 175°

Part 
Number Connector Power

(W)
Frequency

(GHz)
VSWR 
(max) Mechanical Outline

RFT15DXB SMA 15
DC-4.0
4.0-8.0

8.0-12.0

1.20:1
1.25:1
1.30:1

RFT15SXC SMA 15 DC-8.0
DC-8.0

1.20:1
1.20:1

RFT15SXD SMA 15 DC-4.0
DC-4.0

1.15:1
1.15:1

RFT25SXA SMA

25

DC-4.0
4.0-8.0

8.0-12.0

1.15:1
1.25:1
1.30:1

RFT25SXB SMA
DC-4.0
4.0-8.0

8.0-18.0

1.20:1
1.25:1
1.30:1

RFT25SXC SMA DC-8.0
DC-8.0 1.20:1

RFT25SXD SMA DC-4.0
DC-4.0 1.15:1

2.13 [54.1]

0.61 [15.4]

2.00 [50.7]

0.48 [12.1]

Ø1.25
 [31.8]

Ø1.25
 [31.8]

Male

Female

http://www.resnetmicrowave.com


RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.
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General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, “TNC”, “SMA”, and “BNC”
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

RFT 25 T X

Ordering Information:

Series
Power (W)
Connector Type
B: BNC
N: N-Type
T: TNC
S: SMA
Gender
M: Male
F: Female
Frequency Range Indicator

CExample:

0° 25° 50° 75° 100° 125°
0

25

50

75

100

AMBIENT TEMPERATURE (°C)

 P
O

W
E

R
 P

E
R

C
E

N
TA

G
E

 (%
)

DERATING CURVE

150°-25°-55° 175°

Part Number Connector Power
(W)

Frequency
(GHz)

VSWR 
(max) Mechanical Outline

RFT50SXE
RFT50SXD
RFT50SXC

SMA 50
DC-2.0
DC-4.0
DC-8.0

1.10:1
1.15:1
1.20:1

RFT100SXE
RFT100SXD

SMA 100 DC-4.0
DC-8.0

1.15:1
1.20:1

RFT10TXD
RFT10TXC

TNC 10 DC-4.0
DC-8.0

1.15:1
1.20:1

RFT15TXD
RFT15TXC TNC 15 DC-4.0

DC-8.0
1.15:1
1.20:1

RFT25TXD
RFT25TXC TNC 25 DC-4.0

DC-8.0
1.15:1
1.20:1

4.76 [120.9]

4.15 [105.4]

Ø1.66
 [42.2]

4.63 [117.5]

4.15 [105.4]

Ø1.66
 [42.2]

6.250 [158.75]

2.750

6.758 [171.65]

0.508 [12.91]

6.250 [158.75]

2.750
 [69.85]

6.625 [168.28]

0.375 [9.53]

2.37 [60.2]

Ø1.25
 [31.8]

0.849
 [21.56]

2.46 [62.6]

Ø1.25
 [31.8]

0.944 [23.98]

Male Female

Male Female

Female Male
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RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.
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General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, “TNC”, “SMA”, and “BNC”
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

Part Number Connector Power
(W)

Frequency
(GHz)

VSWR 
(max) Mechanical Outline

RFT50TXD
RFT50TXC TNC 50 DC-2.0

DC-4.0
1.10:1
1.15:1

RFT100TXF
RFT100TXE
RFT100TXD

TNC 100
DC-1.0
DC-2.0
DC-4.0

1.10:1
1.15:1
1.20:1

RFT10BXE
RFT10BXD BNC 10 DC-2.0

DC-4.0
1.10:1
1.15:1

RFT15BXE
RFT15BXD BNC 15 DC-2.0

DC-4.0
1.10:1
1.15:1

RFT25BXF
RFT25BXE
RFT25BXD

BNC 25
DC-1.0
DC-2.0
DC-4.0

1.10:1
1.15:1
1.20:1

RFT50BXE
RFT50BXD BNC 50 DC-2.0

DC-4.0
1.15:1
1.25:1

RFT100BXE
RFT100BXD BNC 100 DC-2.0

DC-4.0
1.15:1
1.25:1

0.749 [19.02]
4.90 [124.43]

Ø1.66
 [42.16]

5.00 [126.87]
0.845 [21.46]

Ø1.66
 [42.16]

7.10 [180.31]
0.849 [21.56]

Ø2.75
 [69.85]

7.19 [182.73]

0.944 [23.98]

Ø2.75
 [69.85]

2.35 [59.56]

Ø1.25
Ø [31.75]

0.750
 [19.05]

2.40 [61.04]

Ø1.25
Ø [31.75]

0.883
 [22.43]

5.03 [127.84]
0.883 [22.43]

1.67
 [42.45]

4.98 [126.37]
0.825 [20.96]

1.67
 [42.45]

7.08 [179.71]
0.825 [20.96]

2.75
 [69.85]

SQ

7.13 [181.18]
0.883 [22.43]

2.75
 [69.85]

SQ

Male Female

Male Female

Male

Female

Male Female

Male Female

Ordering Information on page 75
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RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.

PO Box 18802 
Clearwater, FL 33762

www.resnetmicrowave.com

Toll Free: 800.526.0704
Phone:    727.530.9555

75

COAXIAL
TERMINATIONS
CONVECTION COOLED

General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, “SMA”, and “BNC”
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

0° 25° 50° 75° 100° 125°
0

25

50

75

100

AMBIENT TEMPERATURE (°C)

 P
O

W
E

R
 P

E
R

C
E

N
TA

G
E

 (%
)

DERATING CURVE

150°-25°-55° 175°

RFT 15 N X

Ordering Information:

Series
Power (W)
Connector Type
B: BNC
N: N-Type
S: SMA
Gender
M: Male
F: Female
Frequency Range Indicator

CExample:

Part 
Number Connector Power

(W)
Frequency

(GHz)
VSWR 
(max) Mechanical Outline

RFT10NXA N-TYPE

10

DC-4.0
4.0-8.0

8.0-12.0

1.15:1
1.25:1
1.30:1

RFT10NXE
RFT10NXD
RFT10NXC

N-TYPE DC-2.0
DC-4.0
DC-8.0

1.10:1
1.15:1
1.20:1

RFT15NXA N-TYPE

15

DC-4.0
4.0-8.0

8.0-12.0

1.15:1
1.25:1
1.30:1

RFT15NXE
RFT15NXD
RFT15NXC

N-TYPE
DC-2.0
DC-4.0
DC-8.0

1.10:1
1.15:1
1.20:1

2.32 [58.94]

0.800 [20.33]

Ø1.25
Ø [31.75]

0.740 [18.80]

2.26 [57.40]

Ø1.25
Ø [31.75]

Male

Female
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RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.

PO Box 18802 
Clearwater, FL 33762 
www.resnetmicrowave.com

Toll Free: 800.526.0704
Phone:    727.530.9555

76

COAXIAL
TERMINATIONS
CONVECTION COOLED

General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, “SMA”, and “BNC”
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

RFT 100 N X

Ordering Information:

Series
Power (W)
Connector Type
B: BNC
N: N-Type
Gender
M: Male
F: Female
Frequency Range Indicator

DExample:

0° 25° 50° 75° 100° 125°
0

25

50

75

100

CASE TEMPERATURE (°C)

 P
O

W
E

R
 P

E
R

C
E

N
TA

G
E

 (%
)

DERATING CURVE

150° 175°

Part Number Connector Power
(W)

Frequency
(GHz)

VSWR 
(max) Mechanical Outline

RFT25NXA N-TYPE

25

DC-4.0
4.0-8.0

8.0-12.0

1.15:1
1.25:1
1.30:1

RFT25NXE
RFT25NXD
RFT25NXC

N-TYPE
DC-2.0
DC-4.0
DC-8.0

1.10:1
1.15:1
1.20:1

RFT50NXE
RFT50NXD
RFT50NXC

N-TYPE 50
DC-2.0
DC-4.0
DC-8.0

1.10:1
1.15:1
1.20:1

RFT100NXE
RFT100NXD N-TYPE 100 DC-2.0

DC-4.0
1.10:1
1.15:1

2.320 [58.94]
0.800

 [20.33]

Ø1.250
Ø [31.75]

0.740
 [18.80]

2.260 [57.40]

Ø1.250
Ø [31.75]

0.800 [20.33]
4.95 [125.74]

Ø1.66
Ø [42.16]

4.89 [124.21]
0.740 [18.80]

Ø1.66
Ø [42.16]

7.05 [179.08]
0.800 [20.33]

2.75
 [69.85]

SQ

6.99 [177.55]
0.740 [18.80]

2.75
 [69.85]

SQ

Female Male

Female Male

Female Male
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RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.
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General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, other Connections 
  available upon request 
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

Part Number Power
(W)

Frequency
(GHz)

VSWR 
(max) Mechanical Outline

RFT30NF
RFT60NF

30
60

DC-5.0
DC-5.0

1.20:1
1.20:1

RFT100NF
RFT150NF

100
150

DC-5.0
DC-5.0

1.20:1
1.20:1

RFT250NF 250 DC-5.0 1.20:1

RFT250NF-6
RFT250NM-6 250 DC-6.0 1.20:1

4.00
 [101.5]

4.00 [101.6] 6.74 [171.2]
6.00 [152.4]

2.00
 [50.7]

4.00
 [101.5]

4.00 [101.6] 9.74 [247.4]
9.00 [228.6]

2.00
 [50.7]

2.25 [57.2]

3.00 [76.2]
0.46 [11.6]

3.54 [89.9]

2.80 [71.1]

5.28
 [134]

3.35
 [85]

5.32 [135]

3.74 [95] 7.68 [195]

Ordering Information on page 76
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RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC. RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.  RES-NET MICROWAVE, INC.
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General Specifications
Substrate: Beryllium Oxide
Resistive Material: Thick Film
Connector Body: N-Type, other Connections 
  available upon request 
Connector Interface: Conforms to MIL-C-39012
Housing: Black Anodized Aluminum
Heat Spreader: Copper
Impedance: 50 Ohms

Dimensions are in inches [mm],   Tolerance: .XXX = ±0.010,   .XX = ±0.015

Part Number Power
(W)

Frequency
(GHz)

VSWR
(max)

Mechanical Outline

RFT500NF 500 DC-3.0 1.20:1

RFT1000NF 1000 DC-3.0 1.20:1

RFT1500NF 1500 DC-0.5 1.25:1

RFT2000NF 2000 DC-0.5 1.25:1

16.00 [406.4]
15.00 [381.0] 6.75 [171.4]

TYP

5.30
 [134.6]

TYP

6.25 [158.8]
TYP MOUNTING

TRACK
DETAIL

0.700 [17.78]

0.265 [6.73]

0.425 [10.80]

0.540 [13.72]

0.235 [5.97]

MOUNTING TRACK
DETAIL 4 PLACES

6.30 [160.0]

6.12
 [155.5] 2.91

 [73.8]

14.76 [374.8]
12.00 [304.8] 2.02

 [51.2]

6.50 [165.1]

6.50
 [165.1]

3.14
 [79.7]

22.74 [577.6]
20.00 [508.0] 2.00

 [50.8]

13.00 [330.2]

6.50
 [165.1]

14.74 [374.4]
12.00 [304.8] 2.00

 [50.8]

4.57
 [116.1]

Ordering Information on page 76
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